§§80.180-80.185

GENERAL INFORMATION
§§80.180-80.185 [Reserved]

§80.190 Who must register with EPA
under the sulfur program?

(a) Refiners and importers who are
registered by EPA under §80.76 are
deemed to be registered for purposes of
this subpart.

(b) Refiners and importers subject to
the standards in §80.195 who are not
registered by EPA under §80.76 must
provide to EPA the information re-
quired by §80.76 by November 1, 2003, or
not later than three months in advance
of the first date that such person pro-
duces or imports gasoline, whichever is
later.

(c) Refiners with any refinery subject
to the small refiner standards under
§80.240, or refiners subject to the geo-
graphic phase-in area (GPA) standards
under §80.216, who are not registered by
EPA under §80.76 must provide to EPA
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the information required under §80.76
by December 31, 2000.

(d) Any refiner who plans to generate
credits or allotments under §80.305 or
§80.275 in any year prior to 2004 who is
not registered by EPA under §80.76
must register under §80.76 no later
than September 30 of the year prior to
the first year of credit generation. Any
refiner who plans to generate credits in
2000 who is not registered by EPA
under §80.76 must register under §80.76
no later than May 10, 2000.

GASOLINE SULFUR STANDARDS

§80.195 What are the gasoline sulfur
standards for refiners and import-
ers?

(a)(1) The gasoline sulfur standards
for refiners and importers, excluding
gasoline produced by small refiners
subject to the standards at §80.240, and
gasoline designated as GPA gasoline
under §80.219(a), are as follows:

Gasoline sulfur standards for the
averaging period

beginning:
January 1, January 1, Jzac?c;]eagnéy
2004 2005 subsequent
Refinery or Importer AVErage .........ccccoeereeeeinieineieeeeeeseeieseeeseene ) 30.00 30.00
Corporate Pool Average ......... 120.00 90.00 ™
Per-Gallon Cap .... . 300 300 80
1Not applicable.

(2) The sulfur standards and all com-
pliance calculations for sulfur under
this subpart are in parts per million
(ppm) and volumes are in gallons.

(3) The averaging period is January 1
through December 31 of each year.

(4) The standards under this para-
graph (a) for all imported gasoline
shall be met by the importer.

(b)(1) The refinery or importer an-
nual average gasoline sulfur standard
is the maximum average sulfur level
allowed for gasoline produced at a re-
finery or imported by an importer dur-
ing each calendar year starting Janu-
ary 1, 2005.

(2) The annual average sulfur level is
calculated in accordance with §80.205.

(3) The refinery or importer annual
average gasoline sulfur standard may
be met using credits as provided under
§80.275 or §80.315.

(4) In 2005 only, the refinery or im-
porter annual average sulfur standard
may be met using allotments or credits
as provided under §80.275, or credits as
provided under §80.315. The same allot-
ments used to demonstrate compliance
with the corporate pool average stand-
ard may be used by a refinery in the
corporate pool toward a demonstration
of compliance with the refinery aver-
age standard, or by an importer for
demonstration of compliance with the
importer average standard. Alter-
natively, some of the allotments may
be used toward a demonstration of
compliance with the refinery average
standard by one refinery in the cor-
porate pool and the remainder used by
another refinery or refineries in the
corporate pool.

(©)(1) The corporate pool average gas-
oline sulfur standards applicable in 2004
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